
Restoration of Coastal 
Dune, Barrier Beach, 
and Tidal Inlet System:  
Sandwich, MA  

April 3, 2014  

 



Å Approximately 67,000 yd 3/yr 
between MHW and 18 foot 
depth (1940-1955)  - (Giese, 1980)  

Å Shoreline Change Analysis   

    ð2.0 ft/yr  and increasing  

History of Erosion  

Å Construction of Canal  
  
Å Lack of Sediment Supply 

 
Å Subsequent Alterations 



Å 1990 Dune Reconstruction 

Å 2000 Inlet Stabilization Project 
Initialized  

Å 2001 Notice of Project Change  

Å 2004 Dune Reconstruction 

Å 2004 Draft EIR for Inlet Stabilization 
Project 

Å 2013 Dune Breach Restoration 

Project History  



Current and Ongoing Projects 

Å Topographic Survey/Monitoring  

Å Stop-Gap Erosion Mitigation Measures  

Å Formal Beach Management Plan 

Å Town Neck Beach Full-Scale Nourishment 

Å Restructuring of Sandwich Harbor Inlet Stabilization  

Å USACE Authority and Study Tracking  

Å Topographic Survey/Monitoring  

Å Stop-Gap Erosion Mitigation Measures  

Å Formal Beach Management Plan 

Å Town Neck Beach Full-Scale Nourishment 

Å Restructuring of Sandwich Harbor Inlet Stabilization  

Å USACE Authority and Study Tracking  



Beach Nourishment is Difficulté 

BEACH SAND 

$ Initial Project  

Long-term 

Plan 



 Return sediment to the system  
 on a consistent basis  

(Beach recovery through beneficial re -use) 

 

Ultimate Goal  



Current Conditions  


